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VRVP Vapor Recovery Vacuum Pump

» AILE brand VRVP Series gasoline vapor recovery vacuum » Features:

pump is a relatively consummate pump for gasoline vapor ¢ The characteristics of VRVP Series gasoline vapor recovery
recovery system, it can work between the temperature of vacuum pump as follows:

minus 40 degrees and 60 d.egrees, an_d can be used alqne ¢ There fixed a pump shaft that is driven by the electromotor
or as a part of the system in gas stations. In the Gasoline and is connected by a brace to a pole that link to a piston

vapor recovery system, the pump is mainly used for _ . .
collecting gasoline vapor so to lower the pollution and save which can move up and down freely in a bush inside the

resources. As the environment pollution goes from bad to pump. _ | o
worse and the requirement for efficient use of resources ¢ Above the piston, there is a seat assembly which includes a
increases persistently, gasoline vapor recovery vacuum non return inlet valve and outlet valve for the gasoline vapor,

pump will be used extensively in this area. and the above mentioned valves are linked to the pump

inlet and outlet chamber respectively. What we need to do

» Electrical connection of appliance with 3~electrical motor is to connect the pump inlet chamber with a pipe to the

( Blue o L1 vapor recovery adapter, and connect the adapter to the
Black o |2 3~maina refueling nozzle with a soft, double wall tube.
Motor cable 3 Brown ® |3
_ kelly d1) conductor

» Ordering Specifications:
Note: There are 4 wires in 4 colors in ZKB-100 and ZKB-53

1) The Blue, Black, Brown wires connect for 380 Voltage power. Model VRVP-100 VRVP-53
2) The Kelly one connects the ground. Power (w) 370 370
55 Suction Capacity (L/m) 100 53
100 50
90 45 Vacuum Pressure (Mpa) -0.09 -0.09
80 40 .
£ 7o £ 3 Rotation Speed (RPM ) 2800 2800
7 60 7 30 Voltage (V) 380 +10% 380 +10%
'E 50 'E 25 _
8 .4 0 54 Weight (KG) 18 15
O O
o 22 S :z Dimension (mm) 450x163x205 310x163x205
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D 10 ® 5 Ex Marking Ex dIIAT3 Ex dIIAT3
0 4
10908 0706 0504 0302 010 10908 0706 0504 0302 010 Ex Certificate Number GYB081008 GYB081008
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High-point vacuum:MPa
ZKB 100 PERFORMANCE DIAGRAM

High-point vacuum:MPa
ZKB 53 PERFORMANCE DIAGRAM




