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Garden Submersible Pumps

Application Hydraulic Performance Curve
@ It can be used to transfer clean or slightly dirty water or
other Ilqulds §|rn||§r to water ||?| physical .and chemlca_l _ 0 10 20 30 40 50 US gpm
properties. It is suitable to be immersed in water for liting L | | ! | 1
water from the well or the pool, and draining water from 0 1(|) 2(|J 3(|) 49 Imp gpm
the basement. 10 I [H]
9 ~30
i L
Pump g @ 25
® Plastic pump body . . I 7 ™~ ™~ -
® Float switch ensures automatic cut-in and cut-out -
® Max. liquid temperature: +35C e 6 [P =20
® Max. immersion depth: 7 m "5 L
® Max. diameter of particle: 5 mm £ 5
° —15
§ ¢ I
g
Motor £ 3 19
@ Motor with aluminum winding g 2 \ r
@ Built-in thermal protector = XKS=500P XKS=750P 5
@ Insulation class: F 1
XKS-250P XKS-400P L
@ Protection class: IPX8 1’
0 T T T T T T 0
0 1 2 3 4 5 6 7 8 9 10 11 12 13 m%h
T T T T T T T T T
Identification Codes 0 25 50 75 100 125 150 175 200 1/min
XKS - 250P Capacity Q »
L Pump Body Material
Power (W)
Garden RUmps Materials Table
B Waterial
1 Upper cover PP
2 Capacitor
. 3 Float switch
Technical Data O D reee P
5 Ball bearing
o POWER Q(m'h) 15 3 45 6 7.5 9 105 6 Rotor
HOREE w HP Q (I/min) 25 50 75 100 125 150 175 7 Pump base i
XKS-250P 250 03 56 41 74 - E = = 8 O-ring NBR
9 O-ring NBR
XKS-400P 400 05 H 6.4 5.1 4.1 29 1.5 - = 5 S =
XKS-500P 500 07 (m) 78 68 6 5 39 27 < 1 Connector P
XKS-750P 750 1 85 77 7 62 57 42 3 i GHRES [
13 Impeller PPO
14 Mechanical seal  Carbon/ceramic
18 O-ring NBR
16 Stator
17 Oil seal
= 0
Hi= Dimension :
: I Package Information
s i
Y asip | ‘ Model DN - o 4
\ imm) (o) kil o oW L w H Quantity
T XKS-250P 213 158 3005 one (Kgs) (mm) (mm) (mm)  (PCS/20'TEU)
il XKS-400P 32 213 158 3005 XKS-250P 48 210 160 340 2064
XKSE00P 213 158 3005 XKS-400P 5.1 210 160 340 2064
| -
z H T J‘ﬂﬂm U‘ XKET508 - 213 P p— XKS-500P 55 210 160 340 2064
. ! L XKS-750P 6.0 210 160 340 2064
L w
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Garden Submersible Pumps

Application Hydraulic Performance Curve

® |t can be used to transfer clean or slightly dirty water or

other liquids similar to water in physical and chemical (I) 1|0 2? 39 49 5? UsS gpm
properties. It is suitable to be |mmersedl ”.] water for lifting 0 10 20 30 20 Imp gpm
water from the well or the pool, and draining water from 14 N 1 1 N ! 1 s H
the basement. 13 4 [ft]
12 -
Pump A H 3 23
® Stainless steel pump body E i i r
® Float switch ensures automatic cut-in and cut-out T 10 _ 20
® Max. liquid temperature: +35C g 9
© Max. immersion depth: 7 m < 8 = B
® Max. diameter of particle: 5 mm 2 7 4 = —15
g 6
2 5] =y
H 10
€ 4 |
Motor g 3 XKS-7508
® Motor with aluminum winding I2 2 ~5
® Built-in thermal protector 1 7 ™ L
Insulation class: F K§Fg§g§ N~ XKS-400S XKS-5008
: Protection class: IPX8 0 T T T at
. 0 2 3 4 5 6 7 8 9 10 11 12 13 m®h
T T T T T T T T T 1
0 25 50 75 100 125 150 175 200 225 I/min
Identification Codes Capacity @ »
XKS - 250 S
T— Pump Body Material
Pawer (W) Materials Table
Garden St ible Pumps
m Part Material
1 Pump cover AlSI 304
2 Float switch
Technical Data T s
4 Capactior
POWER 0 2 4 6 8 10 12 £l Uppec plate 2102
MODEL Q (miin) T WS 304
w HP Q (I/min) 33 67 100 133 167 200
7 Diffuser PP
XKS-2508 250 03 4 25 - - - - 3 G PPO
XKS-400S 400 05 H 6.2 48 3 - < - 9 Mechanicalseal  Carbon/ceramic
XKS-5008 500 07 (m) 75 63 48 23 _ R 10 Pump support ABS
" Stator
XKS-7508 750 1 8 7 57 42 23 - 2 e
13 Rotor
14 Connector PP
15 Connector PR
DN
o %
) ‘ Dimension :
Package Information
L H
Model
(mm) (mm) e oW L Quanti
A XKS-2508 151 151 a3 028 (Kgs)  (mm) (mm) (mm)  (PCS/20TEU)
XKS-400S 151 151 323 XKS-2508 4.8 200 150 300 2632
32
AN X XKS-5008 151 151 231 XKS-4008 52 200 150 300 2632
- a_1 - a7
M\%%&%%%%@ﬁ‘ F& laonaem | XKS-750S 151 151 347 XKS-5008 6.2 200 150 300 2632
L [ w XKS-7508 78 205 155 345 2160
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XKS

Garden Submersible Pumps

Application

@ |t can be used to transfer dirty water or other liquids
similar to water in physical and chemical properties. It is
suitable to be immersed in water for lifting water from the
well or the pool, and draining water from the basement.

Pump

@ Plastic pump body

® Max. liquid temperature: +35C

® Float switch ensures automatic cut-in and cut-out
® Max. immersion depth: 7 m

® Max. diameter of particle: 35 mm

Motor

® Motor with aluminum winding
® Built-in thermal protector

e Insulation class: F

® Protection class: IPX8

Identification Codes
XKS -400P W

—|—— Dirty Water
Pump Body Material

Power (W)
Garden Submersible Pumps

Technical Data

Hydraulic Performance Curve

LeEO B.0
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HGBEL POWER Q (m'h) 15 3 45 6 75 9 10.5 12 135
w HP Q (I/min) 50 75 100 125 150 175 200 225 225
XKS-400PW 400 05 52 46 38 3 2
XKS-550PW 550 07 H 62 57 52 45 38 3 22
XKS-750PW 750 1 (m) 75 7 65 58 5 4.1 32 22
XKS-1000PW 1000 13 104 97 89 8.1 73 64 54 43 32
Dimension
L w H
Mogsl (mm) (mm) (mm)
XKS-400PW 32 213 158 332
XKS-550PW 213 158 349
XKS-750PW 40 213 158 349
XKS-1000PW 217 153 376

53
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| | | L 1 | | )
10 20 30 40 50 60 Imp gpm
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S ™ NN N
= XKSL750P]
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0 ; : : ‘ — o
0 1 P 3 4 5 6 7 8 9 10 M 12 13 14 15 16 17 18 m°h
L L ) . ! . ! L | . h L )
0 25 50 75 100 125 150 175 200 225 250 275 300 Vmin
Capacity Q »
Materials Table
ElE Material
1 Upper cover PP
2 Capacitor
3 Float switch
4 Upper plate 71102
5 Ball bearing
6 Rotor
7 Base plate PP
8 Pump base PP
9 O-ring NBR
10 Q-ring NBR
1 Connector PP
12 Connector PP
13 Pump body PP
14 Impeller PA6
15 Mechanical seal  Carbon/ceramic
16 Q-ring NBR
17 Stator
18 Oil seal
Package Information
{2 Quanti
Model (g;i) (mm) (mm) (mm) (chlaz’l‘)'!rEU)
XKS-400PW 4.8 200 150 300 2632
XKS-550PW 52 200 150 300 2632
XKS-750PW 6.2 200 150 300 2632
XKS-1000PW 78 205 155 345 2160




XKS

Garden Submersible Pumps

Application

© It can be used to transfer dirty water or other liquids
similar to water in physical and chemical properties. It is
suitable to be immersed in water for lifting water from the
well or the pool, and draining water from the basement.

Pump

® Stainless steel pump body

® Float switch ensures automatic cut-in and cut-out
® Max. liquid temperature: +35C

® Max. immersion depth: 7 m

@ Max. diameter of particle: 35 mm

Motor

® Motor with aluminum winding
@ Built-in thermal protector

@ Insulation class: F

@ Protection class: IPX8

Identification Codes
XKS -400S W

—|—— Dirty Water
Pump Body Material

Power (W)
Garden Submersible Pumps

Technical Data

ODLE WER [] (m’llh) 2 4 6 8 10 12
HP Q (I/min) 33 67 100 133 167 200
XKS-400SW 400 05 42 31 2
XKS-550SW 550 07 i 32 53 42 3
XKS-7508W 750 1 (m) 73 63 52 38 22
XKS-1000SW 1000 13 102 92 8.1 7 57 43
Dimension
Model DN o] ) o)
XKS-400SW 165 248 340
XKSE50SW | o 165 248 340
XKS-750SW 165 248 351
XKS-1000SW 165 248 370
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Hydraulic Performance Curve
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0 10 20 30 40 50 60 70 US gom
0 1]0 20 3|0 40 5]0 Imp gpm
12 ; ; i ; ; B
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0 I I — 0
o 1 2 3 4 6 7 8 9 10 1 12 13 14 15 16 mih
T J T T T T ¥ T ¥ T ¥ T % T x T . T %
0 25 50 75 100 125 150 175 200 225 250 I/min
Capacity Q »
Materials Table
o, | Pt | baterm
1 Pump cover AISI 304
2 Float switch
3 Upper cover PP
4 Capacitor
5 Upper plate 21102
6 Connector |
7 Connector PP
8 Pump body AlSI 304
9 Impeller PPO
10 Mechanical seal Carbon/ceramic
1 Pump support ABS
12 Stator
13 Ball bearing
14 Rotor
Package Information
|5 w H [e] til
HModsl (g;vs) (mm) (mm) (mm) (Pc;/azrl‘théU)
XKS-400SW 5.7 210 165 350 1968
XKS-550SW 6.4 210 165 350 1968
XKS-7508W 7 210 165 350 1968
XKS-1000SW 8.6 215 170 356 1888
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Garden Submersible Pumps

Application Hydraulic Performance Curve

® This pump is mainly used for use in traditional wells, water deposits 0 5 10 15 20 25 30 USgpm
and collection tanks. Also suitable for small scale irrigation systems. OI L 5 L 10 L 15 L 20 L 25 L !
mp gpm
i 1 1 1 1 ‘_) gp H
48 [ft]
150
44
Pump A
® AISI 304 pump body E 35 128
® Very high head with multistage-impeller design I r
® Max. liquid temperature: +35C E 32 KS-900S XKS-1100S - 100
© Max. immersion depth: 7 m £ 28 L
® Max. diameter of particle: 1 mm g 24
< =75,
]
£ 20 L
g 4 |
E 16 - 50
Motor g ” I
o
® Motor with aluminum winding = 8 25
@ Built-in thermal protector 4
@ Insulation class: F 0 T 0
@ Protection class: IPX8 0 1 2 3 4 5 6 rd m*h
T v T x T X T ¥ T & 1
. . 0 25 50 75 100 125 |/min
Identification Codes
Capacity Q »
XKS -900 S
L Pump Body Material
Power (W) .
Garden Submersible Pumps Materlals Table 1
18
1 Pump cover PP
2 Float switch
Technical Data e =
apaior
POWER (P2) Q(mh) ¥ i 35 4 45 5 55 6 65 S Upher plate 21102 a
= 6 O-ring NBR
Ih , E . .. B .
Q (I/min) 583 667 75 833 917 100 1083 = == -
XKS-900S 900 1.2 H 34 32 | 31 20 | 275 | 266 | 235 | 21 18 | 15 | 12 8 35 5 e
XKS-1100S 1100 1.5 (m) 45 43 | a2 30 | a7 | 35 | a2 | 20 | 25 | 21 [ 161 | 12 i 9 Ol seal ==
10 Stator i
1 Mechanical seal  Carbon/ceramic 15~
12 Base PABS | = |
13 Filter screen AlSI 304 14\—\,\*
14 Impeller PPO
T -_—
16 Diffuser PPO =
17 Sealring NBR
w 18 Pump body AISI 304
‘//,\\H )
7 \\ [
1IN Dimension :
ilzl=l Package Information
— & w H
S . Model (mm) (mm) (mm) o L w H
L XKS-800S 170 150 404 Mogel (Kgs) (mm) (mm) (mm)
2R\ 25
- XKS-11008 170 150 428 XKS-9008 29 245 190 455 1380
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